Stress Analysis of Integrated 12.7 mm Machine Gun Mount

Aleksandar Kari\textsuperscript{1)}
Dušan Jovanović\textsuperscript{1)}
Damir Jerković\textsuperscript{1)}
Nebojša Hristov\textsuperscript{1)}

The paper describes the problem of integration 12.7 millimeters machine gun on the mobile platform. Based on the dimensions of the machine gun modelling of machine guns mount with cradle is done. The completed model is fully functional and realistic. Using optimized internal ballistic parameters the calculations of recoil forces and loading of mount and rotating bearing are executed. The loading calculation of bearing was made in two ways. In the first case finite element method is applied and software package FEMAP was used. The second method is based on calculating the resistance components of bearing from the equilibrium condition. At the end the comparative analysis of data obtained from these two methods was done.

Key words: machine gun, caliber 12.7 mm, recoil force, stand, bearings, load calculations, stress analysis, finite element analysis, integrated weapon.

Introduction

THE resistance of weapon and its firing stability depends on the value of recoil forces [1]. In the case of the integration of weapons, if the barrel is rigidly connected to the mount, the recoil force is fully transmitted to the mount. In order to avoid inconveniences of such connections, or extended firing time load mount and to reduce its intensity, barrel is elastically connected to the mount which enables the movement of the barrel or whole weapon during firing in the direction of the axis of the barrel.

The study of conditions to be satisfied by the stand of the machine gun to be installed on a mobile platform is the main goal of this paper. This involved the construction of the rotating mount that could withstand the loads created by recoil force, as well as calculation of the forces that are transmitted on the mobile platform. As an example, for the integration was selected machine gun 12.7 mm M87.

In order to reach the optimal solution, the conditions of the minimal force and minimal recoil mass of the mount are set, taking into account the boundary allowable conditions of material’s resistance, as well as, the conditions concerning tactical use. The research was carried out through four main phases: 1) Optimization of internal ballistic parameters and their influence on the recoil force of the machine gun; 2) Determination of machine gun recoil force; 3) Designing the appropriate mount based on the construction of the machine gun; 4) Determination of the mount and bearing loading.

The goal is to minimize the pressure of powder gases in the barrel, but with as less as possible reduction of characteristics that affect the efficiency of weapons, primarily projectile velocity at the muzzle, and the required tactical and technical characteristics of the machine guns presented in Table 1 [2].

<table>
<thead>
<tr>
<th>Characteristic</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Caliber, (d)</td>
<td>12.7 x 108 mm</td>
</tr>
<tr>
<td>Barrel length, (l)</td>
<td>1100 mm</td>
</tr>
<tr>
<td>Total length of machine guns, (L)</td>
<td>1560 mm</td>
</tr>
<tr>
<td>Weight of machine guns, (m)</td>
<td>24,8 kg</td>
</tr>
<tr>
<td>Rate of fire, (n)</td>
<td>700 bullet/min.</td>
</tr>
<tr>
<td>Effective range, (D_{\text{max}})</td>
<td>1500 m</td>
</tr>
</tbody>
</table>

Recoil force

For the selection the most rational construction of mount, it is necessary to define the acting forces on the mount as a whole, but also on its individual parts. In the process of firing of the machine gun, force of powder gases is acting on the bolt. After unlocking, the force of the return spring that opposes the force of the pressure powder gases acts on the bolt.

If the machine gun is on the mount and there is an elastic connection between the gun and the mount, there is the resistive force of recoil (force of shock absorber, buffer, hydraulic brake, etc.). There is also a frictional force on the guide rails of machine guns which opposes to the movement of a machine gun during recoil.

Finally, the total recoil force is:

\[
P_{\text{reb}} = F_{\text{bg}} + F_{\text{op}} + F_{\text{bf}} + F_{\text{f}}
\]

where: \(F_{\text{bg}}\) - force of gas pressure, \(F_{\text{op}}\) - force of spring, \(F_{\text{bf}}\) - force of buffer and \(F_{\text{f}}\) - frictional force.

Activity of these forces is shown in Fig.1.

\textsuperscript{1)} University of Defence, Military Academy, Generala Pavla Jurišića Šurma 33,11000 Belgrade, SERBIA

Correspondence to: Aleksandar Kari; e-mail: aleksandarkari@gmail.com
The listed forces are parallel to the axis of the barrel, so that the intensity of the total recoil force can be expressed as:

\[ P_{\text{to}}(x_1, x_2, t) = F_{\text{bg}}(t) - F_{\text{op}}(x_1) - F_{\text{bg}}(x_2) - F_{\text{pr}}(x_2) \]  

(2)

where:  
- \( t \) – time from the start firing,  
- \( x_1 \) – movement of bolt and  
- \( x_2 \) – movement of machine gun during recoil.

Some forces were calculated by applying the mathematical, mechanical and ballistic methods, while others are measured on real model of the machine guns.

By internal ballistic calculation [3] the obtained maximum pressure in the barrel of machine guns 12.7 mm M87 is \( P_{\text{in}} = 328.98 \) MPa.

\[ p_k(t) = p_{\text{pr}} \cdot e^{-\frac{t}{\tau}} \left( 1 - e^{-\frac{120}{0.01345}} \right) \]  

(3)

where:  
- \( p_{\text{pr}} \) - pressure of propellant gas in the barrel at the orifice for the evacuation of powder gases at the moment when the projectile passes the orifice,  
- \( t \) – duration of action of gas on the piston,  
- \( \alpha \) – coefficient of powder gases effect and \( b \) - the ratio of unit impulse and pressure.

With all of the calculated values that exist in the expression (3), a function of pressure changes in the gas cylinder can be represented by:

\[ p_k = 120 \cdot 10^6 \cdot e^{-\frac{t}{0.01345}} \left( 1 - e^{-\frac{120}{0.01345}} \right) \]  

(4)

The force of the bolt return spring acts after unlocking of bolt. Change of the force of the bolt return spring, depends on the bolt travelled distance \( x_1 \), obtained experimentally:

\[ F_{\text{op}} = 157 + 396.08 \cdot x_1 \]  

(5)

For the purpose of realization, elastic connection of machine guns and gun-mount is the designed buffer. The experimentally determined spring force of the buffer is:

\[ F_{\text{bf}} = 760 + 102142.9 \cdot x_2 \]  

(6)

where \( x \) – displacement of machine gun.

Total recoil force in the phases is shown in Fig.4.

\[ F_{\text{Dy}}(N) \]

(7)

**Loading of designed gun-mount and bearing**

In order to calculate the forces acting on the bearing and on the basis of technical documentation from the factory "Zastava-Arms", by software CATIA V5 R18 model of machine gun assembly with a cradle and gun-mount is made (Fig.5). On the basis of this 3D model, the required positions of the barrel axis and the mass of projected cradle and the gun-mount are obtained [6].

The effect of force of gravity is entered as a negative acceleration acting on the whole body, while the effect of the recoil force entered as the effect of surface pressure (the bottom of the barrel). With adopted constrains, the lower surface of the bearing is fixed. Thanks to the simplified geometry, finite element mesh can be generated.
automatically. The final element is the shape of a tetrahedron. After completed analysis, required stresses and forces are reading. In Fig.6 field stress in MPs is represented in isometric view of the assembly.

By simulating loading machine gun assembly, cradle and gun-mount the following values of forces that load bearing are obtained: $F_x = 1949$ N, $F_y = 1238$ N and $F_z = 3284$ N [6].

The calculation was performed taking into account the following assumptions [6, 7]:
- Mobile platform to which a machine gun is mounted is located on a horizontal surface;
- Distribution of additional vertical load on the ball of bearing is sinusoidal;
- Horizontal forces are distributed per balls as on radial ball bearings.

To determine the strain of roller tracks, it is necessary to determine the calculation load on the balls and the roller track, and then check the strain on the surface pressure.

Fig.8 shows the forces that overload the rotating bearing in the vertical plane. Markings used in the figure are the following: $P_{kn}$ – recoil force, $F_z$ – vertical reaction of bearing, $G$ – the total weight of the assembly machine gun and gun-mount, $D$ – mean diameter of the bearing, $\rho_G$, $\Psi_G$ – polar coordinates of weight force, $\rho_z$, $\Psi_z$ – polar coordinates of vertical reaction [7].

Vertical reaction of the bearing is obtained from the force equilibrium condition (Fig.8):

$$
\sum F_z = F_z - G - F_R \sin \phi = 0.
$$

where $\phi$ – elevation angle, $F_R$ – resistance force of recoil. Force $F_R$ in this case is the maximum force of buffer spring ($F_R = 2292.14$ N). For minimal elevation angle $\phi=0^\circ$ value of vertical reaction is minimal $F_{z_{\text{min}}} = 1358.7$ N, whereas for a maximum elevation angle $\phi=75^\circ$ the value of vertical reactions of bearing is maximal $F_{z_{\text{max}}} = 3572.7$ N.

Polar coordinates of vertical reactions were determined from the momentum equation

$$
\sum M_x = 0, \sum M_y = 0.
$$

For the most favourable, case momentum loading of bearing ($\phi=0^\circ$), according to Fig.8, we get that $\rho_z = -999$ mm. If $|\rho_z| > D/2$, the load tends to overturn assembly and roll-over protection must be used. In the specific case ($D = 415$ mm) the obtained conclusion is that the
structure is not stable in terms of rolling over, and it is necessary to use the roll-over protection.

The effect of the force on the bearing in the horizontal plane (x-y) is shown in Fig.9. Marks used in the figure are the following: $F_h$ – horizontal reaction of bearing, $F_{mk}$ – reaction mechanism for rotation, $\Psi_h$ – angle coordinate of horizontal reaction and $\Psi_{mk}$ – angle coordinate of reaction mechanism for rotation [7].

![Figure 9. Scheme of rotating bearing loading in the horizontal plane x-y](image)

Coordinates of resulting horizontal reactions $F_h$ are generally $\left(\frac{D}{2}, \Psi_h\right)$. Coordinates of reaction mechanism for gun-mount rotation $F_{mk}$ are designing determined ($a = \frac{D}{2}$, $\Psi_{mk} = 45^\circ$). Unknown parameters ($F_h$, $F_{mk}$ and $\Psi_h$) are determined from equilibrium conditions:

\[
\sum F_z = 0 \Rightarrow F_{mk} \sin \Psi_{mk} + F_h \cos \Psi_h - F_h \cos \phi = 0
\]

\[
\sum F_y = 0 \Rightarrow F_i \sin \Psi_i - F_{mk} \cos \Psi_{mk} = 0
\]

\[
\sum M_z = 0 \Rightarrow F_h \cdot a \cdot \cos \phi - F_{mk} \cdot \frac{D}{2} = 0
\]

On the basis of system of equilibrium conditions equations (eq. 9) and condition that the axis of machine guns are at the geometric centre of the assembly, next parameters are obtained:

\[
F_{mk} = \frac{2F_h a \cos \phi}{D} = 0
\]

\[
F_h = F_h \cos \phi \sqrt{1 - \frac{4a^2}{D^2} \sin \Psi_{mk}^2 + \frac{4a^2}{D^2}} = 2292.14 \text{ N. (10)}
\]

\[
tg \Psi_h = \frac{2a \cos \Psi_{mk}}{D \left(1 - \frac{4a^2}{D^2} \sin \Psi_{mk}^2\right)} \Rightarrow \Psi_h = 0^\circ
\]

The effect of calculated forces and loading of bearing is shown in Fig.10 [7].

![Figure 10. The loading of rotating bearing](image)

## Conclusion

In this paper, the results of two methodology for loadings calculation of heavy machine guns mount are compared.

In the paper was explained performed calculation of machine gun 12.7 mm force recoil, the impact of internal ballistic parameters to it is discussed, as well as its effect on the assembly of the machine guns, the cradle and the gun-mount.

Based on the design parameters of the machine guns, a gun-mount was designed together with the cradle and the rotating bearing. Modelling was performed in the software package CATIA V5R18 with the condition of minimum recoil force and minimum allowable mass of gun-mount. Since the selected machine gun is gas operated, apart from the basic force of pressure of powder gases at the head of a bolt which causes recoil of machine gun, the force of pressure of powder gases on the forehead of the piston in the gas cylinder should be taken into account. All other forces that occur during firing, are the resistance forces of recoil and have the opposite direction.

By internal ballistic calculation the maximum pressure in the barrel of 12.7 mm machine gun which obtained is $P_{pm} = 328.98 \text{ MPa}$. By varying appropriate ballistic parameters of powder, an optimal solution is obtained ($P_{pm} = 308.25 \text{ MPa}$). This solution provided minimal recoil force, with the least possible disruption of output values as initial velocity of the projectile.

With such obtained recoil force, the calculation of load and forces acting on the rotating bearing was made. The calculation is done in two ways. The first used the method of finite elements by program FEMAP. The most loaded parts of the gun-mount are under stress from 19.43 to 38.83 MPa.

The second method is based on calculation of bearing components load from the equilibrium conditions.

By comparing the values of reaction forces of rotating bearing, obtained by using these two methods, it can be seen that they are very close and that in the vertical direction there are differences by about 8%, and in the horizontal direction by about 1%.

Regardless of the way of calculation of the reaction forces of rotating bearing, they can further be used for the calculation of the elements of a machine gun automatic control, as well as for calculations of mobile platform loading during firing.

## Acknowledgment

This work is part of the project III47029 in 2016, funded by the Ministry of Education, Science and Technological Development of Republic of Serbia.

## References


Received: 25.03.2016.
Accepted: 07.10.2016.
Analiza opterećenja postolja integrisanog mitraljeza kalibra 12.7 mm

U radu je opisan problem integracije mitraljeza kalibra 12,7 mm na mobilnu platformu. Na osnovu dimenzija mitraljeza urađeno je modeliranje postolja mitraljeza sa kolevkom. Izrađeni model je popunio funkcionalan i realan. Na osnovu optimizovanih unutrašnje balističkih parametara izvršen je proračun sile trzanja i opterećenja postolja i obrtnog ležaja. Proračun opterećenja ležaja vršen je na dva načina. U prvom slučaju primenjena je metoda konačnih elemenata i korišćen softverski paket FEMAP. Druga metoda bazira se na izračunavanju komponenata otpora ležaja iz uslova ravnoteže. Na kraju je izvršena komparativna analiza podataka dobijenih po ove dve metode.

Ključne reči: mitraljez, kalibar 12.7 mm, sila trzanja, postolje, ležajevi, proračun opterećenja, analiza napona, metoda konačnih elemenata, integrirano oružje.